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Italian Engineered Performance Lubricants

Verus combines decades of lubrication science with the performance
trusted by equipment manufacturers worldwide. With direct control from
formulation to delivery, we offer speed, simplicity, and reliability.

As your true lubrication partner, Verus delivers technical insight, rapid
solutions, and the flexibility to adapt — from tailored blends to custom
packaging — ensuring performance that works as hard as you do.

veruslubricants.com









Transmission & Driveline Fluids

Named after the Rudis — the wooden sword that symbolised a gladiator’s hard-won freedom - Rudis oils represent mastery over
extreme conditions. In massive loaders, haul trucks, or any equipment with complex torque converters and wet clutches, Rudis gives
your machinery the freedom to perform at its peak without being shackled by breakdowns or inefficiencies.

RUDIS ATF DEX Il

High-quality automatic transmission fluid for classic GM and Ford units,
power steering and hydraulic systems. Provides reliable low-temperature
fluidity, durable friction characteristics, thermal stability and corrosion
protection. Suitable where Dexron lll, Ford Mercon or Allison C4
performance is required in pre-latest-generation transmissions.

RUDIS X ATF MULTI-VEHICLE

Engineered for wide coverage, including a wide range of modern
stepped automatic, CVT and hybrid transmissions. Delivers smooth
shifting, strong oxidation resistance & seal conditioning to help
prevent leaks & breakdowns. Matches numerous OEM specifications
across, Ford, GM, Honda, Hyundai, Kia, Mercedes-Benz, Toyota & VW
applications.

RUDIS LS 80W90 GL-5

Limited-slip gear oil for heavily loaded differentials and final drives.
Enhanced LS friction control reduces chatter and wear, while robust EP
additives protect under shock loading. Ideal for commercial axles and
off-road equipment where API GL-5/MT-1and military 2105D/E are
specified.

RUDIS X 75W90 GL-4/5

Designed for manual transmissions and differentials needing GL-4 or
GL-5 levels. Offers outstanding thermo-oxidative stability, corrosion
protection and seal compatibility with extended drain capability. Suitable
for use where heavy-duty drivetrains specify Volvo, MAN, Mack,
Mercedes-Benz, Scania, ZF & Arvin Meritor performance levels.

RUDIS 80W90 GL-5

For hypoid, bevel and spiral gears, axles and final drives under severe
conditions. High EP protection, foam and corrosion resistance and
stable viscosity safeguard heavy-vehicle rear axles and drivetrains
where API GL-5 and MIL-L-2105D are specified.

RUDIS 85W140 GL-5

For hypoid and final-drive units operating under extreme load and
temperature. Provides excellent wear control, cold-flow performance
for its grade and strong resistance to foaming and corrosion.
Recommended for severe-duty axles in passenger cars, trucks and
buses, including Iveco, MAN, Scania and Volvo applications.

Base Oil: Mineral | Code: VM2006

*« DEXRON I « Allison C4
« Ford Mercon

Base Oil: Top Synthetic | Code: VM2908

« Aisin JWS 3309/3324/WS « Hyundai/Kia SP-Ill/SP-IV
« Ford Mercon LV * MB 236.x

* GM Dexron VI « Toyota WS

« Honda DW-1 « VW G052/G055/G060

Base Oil: Mineral | Code: VM2007

« APIGL-5
* APIMT-1

MIL-PRD-2105D
MIL-PRF-2105E

Base Oil: Top Synthetic | Code: VM2907

- API GL-4/GL-5 « MACK GO-J

e APl MT-1 * Scania STO2:0 AFS

« MB 235.8 « Arvin Meritor 076-N

« MAN 342 S1/72 « ZF TE-ML

« Volvo 97312 02B/05A/12L/12N/16F[17B/1
 SAE J2360 9C/21A

Base Oil: Mineral | Code: VM2002

« APIGL-5 + MIL-L-2105 D

Base Oil: Mineral | Code: VM2003

« APIGL-5 + MIL-L-2105 D
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